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5 Watt Ultra Miniature Power Supply Modules, PCB Mount PWC Series.

Open Frame SIL / DIL or Encapsulated

Specification.
Input Voltage (Universal) 90~265 VAC, 47~440 Hz (110-340VDC)
Inrush Current 20A @ 115VAC, 40A @ 200VAC
Output Voltage See Table Below, +/-1% Preset Accuracy
Load Regulation 3.3 & 5 Volts Output, +/-1%, 5% to Full Load

12, 15 & 24 Volts, +/-0.5%, 20% to Full Load
Line Regulation (full range) 3.3 & 5 Volts +/-1%, 12, 15 & 24 Volts +/-0.5%
Over Voltage Protection Clamp,
Short Circuit Protection Latching, Self Recovering
Hold Up Time 10ms, typ
Input ~ Output Isolation I/P-O/P : 3KVAC,
Over Temperature Protection Latching, Self Recovering
Operating Temperature -25~+50*C @ 100% Load, 80% @ +70*C
Storage Temperature -40 to +85*C
Switching Frequency Typical 132 Khz, Fixed
Safety Standards UL /EN60950
EMC EN55011 Level B
Mechanical (3 options) P = Encapsulated, DIL, 50.8 x 25 x 15.24 mm

O = Open Frame, DIL, 48.5 x 23.1 x 16 mm
S = Open Frame, SIL, 49 x 13 x 28.5 mm

Connections Input & Output PCB Mounting, Through Hole Pins.

Model Output Volts DC Output Current Efficiency %
PWC5S-3.3x 3.3 Volts 1.25 Amps 65 %
PWC5S-5x 5 Volts 1.0 Amps 72 %
PWC5S-12x 12 Volts 0.42 Amps 73 %
PWC5S-15x 15 Volts 0.34 Amps 75 %
PWC5S-24x 24 Volts 0.23 Amps 76 %
Suffix “x” = Mechanical format options, P, O or S. (DIL = Dual-in-Line Pins, SIL = Single-in-Line Pins)

P = Encapsulated DIL, O = Open Frame DIL, S = Open Frame SIL

Please see next page for mechanical drawings.
Please contact ALL PSU sales office for any further details.

Specifications may change without notice. E&OE. ALL PSU Terms & Conditions Apply.

ALL PSU Ltd, Unit D6 Laser Quay, Culpeper Close, Medway City Estate,
Rochester, Kent, ME2 4HU, Tel : 01634 725527, Fax : 01634 739111

Email : sales@allpsu.co.uk, Web : www.allpsu.co.uk

* Full Range Universal AC Input
* Very Small 2 x 1” Foot-Print DIL
or Compact Foot-Print SIL Option
* Encapsulated or Open Frame PCB
Mounting
* Wide Temperature Range
* Short Circuit, OVP Protected
* Convection Cooled
* Full Approvals : UL/TUV/CE
* Curve B EMC Performance


